
AUTOLOCK II

segui Corghi - follow Corghi

Maniglia di bloccaggio cerchi ad azionamento elettrico
Per bloccaggi sicuri e precisi, sempre e senza sforzo

Electric rim locking handle
For locking that is always secure, precise and effortless  
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CARATTERISTICHE TECNICHE AUTOLOCK
• Maniglia di bloccaggio cerchi portatile ad azionamento 

elettrico
• Compatibile con tutti i platorelli Corghi meccanici
• 200 cicli circa di bloccaggio/sbloccaggio per ogni batteria
• Corsa massima 100 mm 
• Peso senza cono 3 kg ( peso invariato rispetto alla maniglia 

standard in dotazione alla macchina) 
• Completa intercambialità con i coni in dotazione alla macchina
• Utilizzabile su tutti i tipi di cerchi standard 
• Per cerchi con foro centrale di fissaggio particolarmente 

incassato potrebbe essere necessario l’utilizzo della maniglia 
manuale in dotazione alla macchina

• Per cerchi rovesci è necessario l’utilizzo della maniglia 
manuale in dotazione alla macchina

CARATTERISTICHE TECNICHE bATTERIA
• Tensione di alimentazione 7.2 Vcc 
• Capacità 1 Ah
• Tempo di ricarica 30 minuti 
• Batteria a ioni di litio (Li-ion)

DOTAzIONE
• 1 maniglia di bloccaggio 
• 2 batterie
• 1 carica batteria
• 1 prolunga per cerchi convessi

AUTOLOCK TECHNICAL FEATURES
• Electric portable rim locking handle
• Compatible with all Corghi mechanical wheel support plates
• Approx. 200 cycles of locking/unlocking for each battery
• Maximum travel 100 mm 
• Weight without the cone 3 kg (weight unvaried in comparison 

to the standard handle included with the machine) 
• Complete interchangeability with the cones included with the 

machine
• Can be used with all standard rims 
• For rims with a central clamping hole that is particularly 

embedded, it may be necessary to use the manual handle 
included with the machine

• For reverse rims, the manual handle included with the 
machine must be used

BATTERy TECHNICAL FEATURES
• Power supply voltage 7.2 Vcc 
• Capacity 1 Ah
• Recharge time 30 minutes
• Lithium ion (Li-ion) battery

STANdARd EqUIpmENT
• 1 locking handle
• 2 batteries
• 1 battery charger 
• 1 extensions for convex rims


